ELKAKON

PROFILNA ZICA - PII TRAKA (KAPTON®)

(Cu)

RECTANGULAR WIRE - PII FILM
(KAPTON®)(Cu)
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SIROVINA Bakar (Cu) gistoca 99,99% m‘.’r"ERI AL Copper (Cu) Purity 99,99%
E?ﬁéﬁé%%NE Maksimalni odnos bi : s1 10:1 E?SEDItngITOIgg Max. Ratio bi : s1 10:1
Minimalni presjek (mm?) 5 Min. Cross Section (mm?) 5
Maksimalni presjek (mm?) 150 Max. Cross Section (mm?) 150
BROJ VODICA 1 NO OF WIRES 1
NORMA IEC 60317-0-2 NORM IEC 60317-0-2
IEC 60317-44 IEC 60317-44
IZOLACIJA Poliimidna traka, Kapton® INSULATION Polyimide Film, Kapton®
Klasa © Class ©
Temperaturni indeks (°C) >250 Thermal Index (°C) >250
Maks. broj slojeva izolacije 2 Max. No of Insulation Layer 2
Preklop izolacije < 50% Insulation Overlap < 50%
:*I;Ilfgnl:l(ll-(:p{i:g)k;eancijt\; %‘Tﬁ(jgzggr:g g&l;r\r/lildnom ELK_()F_IL K is copper cgnductor insul_ated with _
PRIMIENA ,Corona" struja. Namjenjen je za visokonaponske APPLICATIONS Sgl'g';;“éd; OFt'LTs(('Efapcth n)mg?gfs”amrgifrtsa?:fh:;%c
motorg (V”Cf" motor!, TR OSSR HE duty applications, motors for crude oil pumps).
motori naftnih pumpi).
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ELKAKON d.0.0., Koledov¢ina 1, 10000 Zagreb, CROATIA
Tel: +385/1/2452 850, E-mail: elkakon@elkakon.hr, http://www.elkakon.hr




