ELKAKON

IZOLIRANA ZICA - PAPIR (Al)

INSULATED WIRE - PAPER (Al)

0, 0,

SIROVINA Aluminij (Al) Cistoca 99,97% MATERIAL Aluminium (Al) Purity 99,97%
PROIZVODNE ) ) ) ) PRODUCTION ) ) )
DIMENZIJE Maksimalni odnos bs : s1 10:1 DIMENSIONS Max. Ratio bi : s1 10:1

Minimalni presjek (mm?) 5 Min. Cross Section (mm?) 5

Maksimalni presjek (mm?) 150 Max. Cross Section (mm?) 150
BROJ VODICA 1 NO OF WIRES 1
NORMA IEC 60317-0-9 NORM IEC 60317-0-9

IEC 60317-27 IEC 60317-27
IZOLACIJA Papir (natron, Kraft, TU) INSULATION Paper (Natron, Kraft, TU)

Klasa A Class A

Temperaturni indeks (°C) 105 Thermal Index (°C) 105

Maks. broj slojeva izolacije 32 Max. No of Insulation Layer 32

Preklop izolacije < 50% Insulation Overlap < 50%
PRIMIENA ELKQAL_ P je aluminijski vodic izoliran papirom, a APPLICATIONS ELKOI_\L P is aluminium conductor insulated with

namijenjen je za transformatore. paper intended for transformers.
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ELKAKON d.0.0., Koledov¢ina 1, 10000 Zagreb, CROATIA

Tel: +385/1/2452 850, E-mail: elkakon@elkakon.hr, http://www.elkakon.hr




